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1. General Information

1.1 Purpose

The purpose of the training document is to provide introductory tehim&ining for GeoVision V8.3
surveillance softwaras well as video playback, remote viewing, and useful utility applications.

1.2 Scope

The scope of the training document covers @Edoperations dflulticam main systemvideo playback

via Viewlog, andemote viewing viaMultiview.

1.3 Naming and Definitions

BBView GeoVision Blackberry Viewer
GView Microsoft PDA Viewer

IView GeoVision iPhone Viewer
MSView Microsoft Smart Phone Viewer
MultiCam Main system software (Local)
MultiView Remote live viewing doware

POS Text Sender

Application for Windowsbased POS systems

SSView

Symbian Phone Viewer

Remote ViewlLog

Remote video playback software

ViewLog

Video playback software (Local)

1.4 Acronyms and Abbreviations

DDNS Dynamic Domain Name Service
DHCP Dynamic Host Configuration Protocol
DVR Digital Video Recorder

FPS Frames Per Second (image per second)
GV GeoVision

IP Internet Protocol

ISP Internet Service Provider

LAN Local Area Network

NVR Network Video Recorder

POS Point of Sale

PTZ Pan Tit Zoom

WAN Wide Area Network
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2. Main System

This chapter describes the basic operations of the essential functions Muit&&8m.
A list of softwareshortcutscan be found by clicking ofikd on the keyboard.

The controls in the main screen:

No. Name

Description

Camera Number

Indicates the camera number matching the port number in the GY video

capture card.

2 Camera Name Indicates the given camera name.

3  Date/Time Displays the current date and time.

4 Storage Space Indicates the remaining disk space.

5  Connection Indicates the connection status of remote applications.
6  PTZ Control Displays the PTZ control panel.

7 /O Control Displays the /O control panel.

a8  TV-Out Displays the TV Quad control panel.

9  User-Defined Accesses other applications.

10 Location Name Indicates the GV-System’s name, usually named by its geographical location.
11 Netwark Enables the connection to remote applications.

12  Camera Scan Rotates through the screen divisions.
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Brings up these options: Video/Audio Log, System Log, Search POS Data,

13 Viewlog
FOS Live View, Live Object Index, Search Object Index and E-Map.
14 Configure Accesses System settings.
15 Schedule Set up recording schedule.
16 Monitor Starts monitoring.

17  Camera Select

Select the desired camera number for main division view.

18  Screen Division

Select screen divisions.

19 Exit

Brings up these options: Login/Change User, Lagout, Minimize, Restart

Multicam and Exit.

2.1 Camera Installation

This sectio covers analog and IP camera setup procedure in Multicam. IP camera setup procedure also
applies to GWideo Server, GMCompact DVR, and thirgarty IP cameras.

2.1.1 Analog Camera Setup

1. In Multicam, d i ¢ kCordigure® i c on.
2. S el &eneral Settingd -> iCamera/Audio Installo-> Camera/Audio Installo .

Camera / Audio Install x|

—Camera

— Startup

Activate | Auclio : I,.'J.,udi.:ﬂ j v Wave Cut

—Wave-In Device r'

tCnitor 7 J_ &V Rec Audio

Sensitivity:
Default Screen
Divisian -
Gain 3 A i L T
¥ Limit Port | 16 Control - ATy
ol
3. Cl i c Kctivated fib uoh theoleftand checleach camera to be activat@il uncheck each

camera to be deactivated).

4, Cl i OKo . i

V For detailed instruction, refer to p.26 of v8.3 User Manual

2.1.2 IP Camera Setup

1. In Multicam, d¢ i ¢ kCordigure®d@ i c on.
2. Se |l &eneral Bettingd-> Camera/Audio Installo-> IFiCamera Installo .
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IP Camera Setup [z|

a
Fleaze select the number of IP cameras
1 | [

you seant to install:

Dangle... | Canfigure... | Ok Cancel |

3. Ch e dnktallfiP Camerag, select the number of IP cameras to be installed.
4. CIl i c IConfigoreoi

Hybrid Video Server

Server address | Port | Carn. Mo, | Status | Yideo Resolution | Location | Add Camera

Scan Camera

(X
[ |
[Esmesmian]

5. If IP address is knowrselectiAdd Camerad to manually add the camera. Otherwise, select
fiScan Camera.

a. Inthesearchresyldoublec | i ck on t he desir eddernae® Camer a ¢
andeassword of the | P Camer a.

b. Enter the VSS Portétermined by th#® camera) in thé i e | Rbrtodf different from
default Thedefault port forGV-IP Camis 10000.

c. SelectfiSingle Streand or iDual Stream optiono.

d I n t he Cbddecelypa , o fs RIRES40for sinaller resolutiongptimizefor low
bandwidthenvironment) ofiMJPEG 0 for larger resolutiondgptimizefor high bandwidth

environment)
e. Cl i cWpplgan. i
f. Cl i c KClosedn i

CliclK®nagiai n.
g. Left click on the IP Camera in the IP Camera selection menu.
h. S el €lgahge positiodthen map the camera on to designated camerquosi
i. When the status of the connectorhanged t o,ci C ¢ ®WK@m.nt &d o
- Cl i c IOK® na tfdirish setup.

V For detailed instruction, refer to p.100 of v8.3 User Manual
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2.1.3 Supported IP Device List

GeoVision
Model Audio Codec PTZ Megapixel
GV-Compact DVR O GeoMPEGY (ASP) O X
GV-IP Camera O MPEG4 -~ MJPEG x 8]
GV-Video Server 0] GeoMPEG4 (ASP) 0] b
Arecont
Model Audio Codec PTZ Megapixel
AV1300 x JPEG bs
AV2100 x JPEG x @]
AV3100 *® JPEG » 8]
AN3130 * JPEG X O
AVS100 X JPEG X 8]
AV5105 *® JPEG,“H.264 b O
AVE360 *® JPEG » 8]
AXIS
Model Audio Codec PTZ Megapixel
206 * JPEG,“MPEG-4 X X
207 * JPEG,“MPEG-4 X X
207MW 0] JPEG, “MPEG-4 X 8]
207W O JPEG,“MPEG-4 b *
209FD *® JPEG,  MPEG-4 » *
209FD-R x JPEG - MPEG-4 x b
209MFD X JPEG, MPEG-4 X 0]
209MFD-R x JPEG, “MPEG-4 x 0]
210 x JPEG, “MPEG-4 b *
2104 O JPEG, MPEG-4 b »
211 x JPEG - MPEG-4 X b
21A O JPEG, “MPEG-4 x *
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211M O JPEG, MPEG-4 » O
211W O JPEG, MPEG-4 X x
212 O JPEG, MPEG-4 O x
213 0 JPEG MPEG-4 0 x
214 O JPEG, MPEG-4 O x
215 0 JPEG, MPEG-4 0 x
216FD 0 JPEG, MPEG-4 X *
216FD-V O JPEG, " MPEG-4 x x
216MFD 0 JPEG, MPEG-4 X O
216MFD-V 0 JPEG, MPEG-4 X O
221 X JPEG, MPEG-4 X *
223M X JPEG, MPEG-4 x 9]
225FD 0 JPEG MPEG-4 X *
231D+ x JPEG, MPEG-4 O *
232D+ X JPEG, MPEG-4 0] X
233D x JPEG,MPEG-4 O *
2410 X JPEG MPEG-4 X »
2415 x JPEG, MPEG-4 » *
P3301 0 JPEG,“H.264 X x
Q7401 0 JPEG,“H.264 X *
Canon
Model Audio Codec PTZ Megapixel
VB-C50i X JPEG O x
VEB-C300 X JPEG o] x
IQEye
Model Audio Codec PTZ Megapixel
301 X JPEG x 0
302 X JPEG x 0
510 X JPEG x *®
511 X JPEG x 0
701 X JPEG x 0
702 X JPEG x 0
703 X JPEG x 0
705 X JPEG x O
752 X JPEG x 0
753 X JPEG x 0
755 X JPEG x O
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JVC

Model Audio Codec PTZ Megapixel
VIN-C20U *® JPEG b b
VIN-C205U x JPEG x x
VIN-C215U x JPEG x x
VIN-CE25U x JPEG 0] x
VIN-CE55U x JPEG 0] x
VIN-V25 *® JPEG, “MPEG-4 b b
VIN-V26 X JPEG, MPEG-4 ® *
VIN-VEEEU x JPEG . MPEG-4 0] X
Mobotix
Model Audio Codec PTZ Megapixel
M12D Sec-DNight O JPEG x O
M12D Web O JPEG » 8]
M12D IT-DMight O JPEG ® 8]
M12D Sec O JPEG x 0
M12D Sec-R8 O JPEG x O
Note: Its MxPEG codec is not supported.
Panasonic
Model Audio Codec PTZ Megapixel
BB-HCE481A e JPEG MPEG-4 O *
BB-HCM110 x JPEG - MPEG-4 o* x
BB-HCM311 x JPEG, MPEG-4 o* x
BB-HCM331 x JPEG,“MPEG-4 o* »
BB-HCM371 *® JPEG, “MPEG-4 o* »
BB-HCM381 X JPEG, MPEG-4 O x
BB-HCM403 x JPEG . MPEG-4 o* b
BL-C10 x JPEG o* x
BL-C30 x JPEG o* x
WW-NS2024 O JPEG,MPEG-4 O x
WWWV-NWA84 x JPEG - MPEG-4 x *
WVWV-NWOE4 O JPEG, MPEG-4 O x
Note: The models with # marks do not support zoom functions.
Pelco
Model Audio Codec PTZ Megapixel
IP110 Series X JPEG, “MPEG-4 ® »
IP3701Series x JPEG, MPEG-4 ® X
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SONY

Model Audio Codec PTZ Megapixel
SNC-CM120 0] JPEG,“MPEG-4 x 0]
SNC-CS10 8] JPEG,“MPEG-4 x *
SNC-CS11 9] JPEG, - MPEG-4 x *
SNC-CS20 O JPEG, MPEG-4 ® *
SNC-CS50N O JPEG. MPEG-4 -H 264 » *
SNC-CS80P 0] JPEG.“MPEG-4,H.264 X *
SNC-DF40N O JPEG . “MPEG-4 » *
SNC-DF40P 0] JPEG “MPEG-4 ® ®
SNC-DFS0N 0] JPEG,“MPEG-4 . H.264 x *
SNC-DFS0P O JPEG,“MPEG-4,."H.264 b b
SNC-DF7ON O JPEG, - MPEG-4 » *
SNC-DFFOP 0] JPEG . “MPEG-4 ® ®
SNC-DFE0N 0] JPEG. “MPEG-4,H.264 X *
SNC-DFE0P 0] JPEG, “MPEG-4,.H.264 x *
SNC-DM110 O JPEG, “MPEG-4 b 8]
SNC-DM160 O JPEG, “MPEG-4 b @]
SNC-DS10 0] JPEG. - MPEG-4 » *
SNC-DSE0 0] JPEG . “MPEG-4 ® ®
SNC-P1 0] JPEG, “MPEG-4 * ®
SNC-P5 0] JPEG “MPEG-4 0 x
SNC-RX530N O JPEG MPEG-4,-H.264 0 *®
SNC-RX530P O JPEG .~ MPEG-4,-H.264 0 *
SNC-RX550N 0] JPEG ~MPEG-4_.H 264 O *®
SNC-RX550P 0] JPEG ~MPEG-4,-H.264 0 x
SNC-RXE570N 0] JPEG ~MPEG-4,-H.264 0 ®
SNC-RX570P 0] JPEG ~MPEG-4.-H.264 0 x
SNC-RZ25N O JPEG “MPEG-4 0 *®
SNC-RZ25P O JPEG . “MPEG-4 0 *
SNC-RZ50N 0] JPEG ~MPEG-4_.H 264 O *®
SNC-RZ50P 0] JPEG ~MPEG-4,-H.264 0 x
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2.2 PTZ Camera Setup

2.2.1 Analog PTZ Camera

1. Analog PTZ setup requires RS485 ednnection from the PTZ cameragoy GV-COM Box,
GV-Net Card, or GWNet I/O Card. For GMDVR system, GWet I/0O Card can be found in the
back of the unit.
2. From GM-COM Box, G\:Net Card, or GMNet I/0O Cad, it is necessary to connect a RJ45 to
RS232 cable or a RJ45 to USB catdeestablish a connection to the DVR.
3. If RJ45 to USB cable is used, check under Device Manager for the correct COM port created. To
access Device Manager, rigtlick on My Computerselect Manage, then select Device
Manager. If RJ45 to RS232 cable is used, COM 1 is the default COM port.

Add PTZ Device in Multicam

1. InMulticam,d i ¢ k @Ganfigured ieon.f

2. Se | &entral Settingd-> S¥istem Configured .

3. Under System Configur@lacea checkmarky APTZ Device Setup. Then select
corresponding PTZ protocol in the dredpwn list below

System Configure @

General Setting | Camera Record Setting | |/ 0 Device | HotLine / Network |

Startup Location Name PTZ Control

[ Start Monitor: [FRaNK ¥ PTZ Device Setup:
l i ‘ —] Video Log Storage

[ Wokicast Servec Available: 46,86 GB e

o TCP/IP Server Fiecycle Log: B Lilin[F'IH]

v WebCam Server 7/31/2008 14:45 DongYang Dome[DOH-240]

W DynaColor(D7720/7722)
[ Modem Server 3 Sony[EV[-DWU]
™ Connect to YSM I gi [~ |Panasonic{w-CS850)

Mintron(54G24HN/P)

™ Twin Server Kalatel CoberD
¥ Recyle ||V |Kalatel CyberDome

™ Connect to Centerv2 2 Samsung(SPD-1600) v
¥ Enable Directdraw Overlay @ Caption Eventl..og Sizve -
[V Enable De-interlace Render " No " ID @ ID+Name Max Video Clip: |1 Min v I
IV Startup Auto Login Send Alerts Approach Camera Scan
V' Panel Resolution: E-Mail/Hatline/SMS Scan Delay: [35ec +|

I 1200024 Ll Exit Option Video Record

'ﬁ'g‘,;g{:vﬁgkm @ [ &uto Restart Windows IV Use Digital Watermark Protection

0K | Cancel I

0 To verify PTZ protocol, refer to PTZ user manual, technical document, or check with
PTZ manufacturer directly. You may also find tested PTZ modtis imext section.
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4. Click onfiPTZ Setupo button.

Setup
PTZ Contral Com Port: COMS v
¥ PTZ Device Setup: | 4=T Baud Rate: 2400 v
Pelco Dome PT Speed: 1 =
Monitor Option
™ Start Delay: Sec. { Foeooh @
(¢ Protocol - D
[~ PostRec: Sec. " Protocol - D - KT&C PTZ
I” Pre-Rec: Max. Preset: 1157
[V Send Event Alerts @ =54

5. SelectfiCOM port o for which the PTZ camera is -
connected througfrefer to 2.7.1 step 3and therselect
fiBaud Rated that matches thBTZ baud rateCheck on _I
fActivateo thenfiOK 6 to save the settings

4
o

0 To verify PTZbaud rate refer to PTZ user manual l
for options. It is typically setup via dipswitches on| | v activate oK | Cancel |
the PTZ camera.

6. Repeat steps 3 to 5 for eaatiditionalPTZ cameras.

o0 For multiple PTZ cameras connected via the same COM port, it is necessary toassig
different ID (address) to each PTZ camera. In general, ID for each camera can be set via
dipswitches on the PTZ camera.

7. At this stage, a PTZ button should appear on the right side of Multicam. Click on the button
to bring up PTZ control panel to cootPTZ via Multicam.

o If PTZ camera cannot be controlled, verify your hardware connection first. Then, verify
that the protocol, COM port, and baud rate settings for your PTZ cameras are correct.

PTZ Camera Mapping
For DVR systems with more than one PTatneras, PTZ camera mapping will allocate each PTZ

to its respective channels basmethe address of the PTZ camera.

8. In Multicam,d i ¢ k Ganfigurdd ieon. fi
9. Sel Aaassorfies-> Camera Mapping PTZ Domed .
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Camera Mapping Setup @ Camera Mapping Setup @

Camera 1 | Camera2 |

Camera 1 | Camera2 |

MName: I Name: I Amera:
IDevice: IPeIco Dome L‘ Device: lPeIco Dome _V_I
Address: e Address: | Addr: 0

~ I PTZ Inactivity

Idle over: | 4 _J:I Sec.

OK Cancel |

conct |

10. Under Camera Mapping Setup window, setbe camera tab with PTZ camera, then select
thefiDeviced and then thé@Addresso for the PTZ camerfrom the dropdown list.

11. Repeat step 10 for each of the PTZ cameras.

12. Click AOK 0.

Enable PTZ for Webcam
13. In Multicam, ¢ i ¢ k Networkdicen. i
14.S e | &VelcanyiServeodto bring up Server

2% Server Setup @

_ Audo | wpc | _3cPP__ | Mobie |
Setup Wl.ndOW. ] General I Server | Video '] RPB ]
15. SelectiiVideoo tab, then click omAllowed PTZ
camerao. Max. Channel(s) 120
16. Check on each PTZ camera to be allowed to
control remotely. Max. Image size [Normal ~

Select Camera @

v 1) I B

B B EE P1Z

I_ I— 7 l_ ‘4 l_ Allowed PTZ camera
Fig: =5 Eoz

Cancel |

Cancel Default

17. Click AOK 0.
18. Click AOK 0 again to exit Server Setup.

V  For detailed instruction, refer to}& of v8.3 User Manual
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2.2.2 Compatible PTZ Camera/Protocol List

PTZ Protocol and Model

Ademco (Jupiter)

Bosch (TC700 / 8560)

CBC GANZ (ZC-5120 Series)

Chiper (CPT-VIKRY)

COP(15-CD53W) Pelco D

Direct Perception (FTU Series)

D-max Dome

DongYang Dome (DOH-240)

DynaColor (D-7720/7722)

DynaColor Dome

ELBEX (Matrix / 1000)

Elmo FTC-200C

Elmo FTC-400C

Elmo FTC-1000

EverFocus (EPTZ 1000/ 500)

Eyeview T-Power (T2-SA27)

GKB (SPD-221)

HiSharp Pelco D

HiSharp Pelco P

JEC Dome

JVC (TK-S576B / 3655 / CBEGE)

Kalatel CyberDome

Kampro Technology (K-ZC23)

KenKo (DMP23-H1)

LG (LPT-O5553HQ)

Lilin PIH

Lilin FIH-78625

Lilin FIH-820

MESSOA SDSE00 Series
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MESSOA D-700 Series

Minking Dome

Mintron (54 G2AHN/P)

NanWang (NVD 2300PNT)

NanWang V4.1 (NVD 2200PNT)

Fanasonic WW-CS850

Panasonic WW-C\Waa0

Felco Dome

FPelco (Spectra Ill)

FPelcoSpetra Mini Dome (SD4-WQO)

Fishion 22X

FTZ in 1O

RX214D

SAE (DR-E588)

Samsung (SCC-641/643)

Samsung SPD-1600

Samsung SPD-3300

Sensormatic (Ultra IV)

Sony (EVI-D100)

StorVision PTZ

TOA (CCA51)

VCC3

VCC4/ WVCChI

YVIDOAT Dome

YAAN Dome

360 Vision (VID-18COP04) Pelco P

V For PTZ cameras not in the list, it is highly possible that GeoVision software may still be able to
perform basic control of the camera via common protocols such as Pelco P and verfowe
since Pelco P and D protocols are designed for RPetemle PTZ cameras, OEM brand PTZ
cameras may observe loss of advanced features (such as OSD menu aodring@tc). It is
because OEM version PTZ cameras alter part of the original Pelco P ardtBcols in order to
distinguish their PTZ cameras from the rest, even though they still retain the name of Pelco P and
Pelco D.
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2.2.3 IP PTZ Camera

In general IP PTZ Cameras (or analog PTZ cameras connected vdi@6 Server or GMCompact
DVR) havethe same setup procedure as IP camerage(to 2.1.2 IP Camera Setup). Then, after the IP
PTZ cameras are connected to Multicam, follow the steps below:

1. InMulticam,d i ¢ k Ganfigurddieon.i

2. Se | &eneral Settingd-> S¥istem Configure .

3. Under Sgtem Configureplace a checkmany iPTZ Device Setup.

System Configure @

General Setting | Camera Record Setting | 1/ 0 Device | HotLine / Network |

Startup - Location Name PTZ Control
[~ Start Monitor: [FRANK ¥ PTZ Device Setup:
E B | e Log Storage
| Htcas(Ser Available: 46,95 GB Hipmeerr
[ TCPAP Server Recycle Log: [~ |Lilin{PIH)
IV WwebCam Server 7/31/2008 14:45 DongYang Dome[DOH-240) e

[~ |DynaColor(D7720/7722)
[ Modem Server Set Location... 3 Sony[EV[-D1UU]
[~ Connect to VSM I gi [~ [Panasonic[wY-C5850]

Mintron(54G2AHN/P)

[ Twin Server Kalatel CyberDome
¥ Recycle |V |Ralatelly

[ Connect to Centerv2 ¥ Samsung[SPD-1600) v
¥ Enable Directdraw Overay  [2) Caption EV&niFOg SIZ.E -
¥ Enable De-interlace Render " No " ID ¢ ID+Name Max Video Clip: |1 Min ¥ ]
W Startup Auto Login Send Alerts Approach Camera Scan
V' Panel Resolution: E-Mail/Hatline/5MS Scan Delay: [35ec =]

|1280x1 L2t LI Exit Option Video Record

g;}:g;:%gktop @ ™ Auto Restart Windows IV Use Digital W atermark Protection

0K | Cancel |

4. For IP PTZ Cameras:

a. Inthe dropdown list below, select the IP PTZ Camera model. (Please note the camera
model will only appear in the list only if it is in our supported IP Camera List as slmown i
2.1.3)

5. For analog PTZ cameras connected via\@Weo Server or GMCompact DVR:

a. Inthe dropdown list below, select the PTZ camera channel from\@léo Server or
GV-Compact DVR. (For example, if PTZ camera is on channel 1 eM@&¥o Server,
select VSO01n the list)

6. Click iOKo.
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2.2.4 PTZ Idle Protection

1. InMulticam,d i ¢ k Ganfigurddieon.i
2. Se |l Aassofies-> Camera Mapping PTZ Dome) .

Camera Mapping Setup @

Camera: | Camera 1 =
Name: |

Device: |Pelca Dome =
Address: |Addr: 5 x

[V PTZ Inactivity

ldle over: 60 ;] sec
" Preset l _]

" Mutti Position Tour

" Tour Schedule

| OK I Cancel l

Select the Camera to apply idle protection.
CheckAPTZ Inactivity 0.
Select the time period before idle fation activates.
Select the desired function when idle protection starts by chefikintg o, fiPresed, fiMulti
Position Touro, or fiTour Scheduled.
a. nAutoo allows the PTZ camera to Auto Scan, Frame Scan, or Random Scan.
b. APresedb will move the PTZ camera t preset position.
c. fMulti Position Tour 0 allows the PTZ camera to dwell over a series of presets with the
ability to set dwell time for each location.
d. fATour Schedule allows the PTZ camera to perform functions from a, b, and ¢ by an
hourly schedule.
7. Click fOK .

8. Click AOK ¢ again to finish setup.

o gk w

V For detailed instruction, refer to58 of v8.3 User Manual
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2.3 Camera Configuration

2.3.1 Video Resolution

1. In Multicam, dick o nCofifigured i c on.

2. Sel|l AN Settingd-> Villeo Source .

x

Wideo Setup

“ideo Standard:

INTSC_M =l

“ideo Resolution: 50 De-interlace

Ok Cancel |

3. Selectdesired resolivn from the dropdown list for analog camera inpu

2.3.2 Camera Record Setting

1. In Multicam,d i ¢ kCordigured i c on.
2. Sel &eneral Setting-> Syistem Configure .

System Configure

l5

General Seting  Camera Record Setting I | /0 Device I HatLine # Metwork. I

- Carnera Mame

|
ICamera 3 LI |
— Rec Contral I Ib :

Recarding Quality: 4

——— [BI] e

Widen Fesalution : 540x480
Brightriess:

Contrast:

S aturation:

——t— |1z

— +——— ==
E Drefault |

—— i

Frames/Sec: [~ Smart IHiQh =
— Motion Detection — d

— d
= [BETx] ||
— Manitor Control E e r g |

V¥ RecVideo IHound-the-clock
h II_ Apply Advanced Cadec Setting. |

I Irwoke Alarm: ﬂj'l}) INDtify "l

I Irvoke to Send Alerts : Ii High — ]
[ Output Module: IMDd_1 ;Ilpin_-| ;I

v Reaister Mation Esvent

M atian S enaitivity: 95
Maszk Filker:

- % i1}

] _Z': d

o]

Cancel I

3. Cl i ck o canerhRecdrdsSktting .

Camera rename and selection drop down menu

Recording resolution adjustment
Customized-rame rate adjustment

[
a.
b. Blue handallows settings in the same box to be applied across all cameras
c
d
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Recording method
i. Roundthe-clock
ii. Motion Detection
iii. Day-Night (combination of the previous two methods on an hosathedule,
refer to section 2.2.1 for configuration details)

CompressiorCodecselection(refer to 2.1.3 for configuration details)
Advanced scheduled recorditmnly available if DayNight option above is selected)
C h e AApply Advanced Codec Setting f tiizing multiple cores CPU(Please
check it for GVHotSwap Syem sincaet utilizes multicore CPU)
Al nvokedt &l 8r t s 0 viaesnailtSMSwhen mationas| triggerted.

V  For detailed instruction, refer to p.15 of v8.3 User Manual

2.3.3 Campression Codec

1.
2.
3

In Multicam, ¢ i ¢ kCordigure® i c on.
S e | &eneral Settingd-> S¥istem Configure .
Cl i c k o amerh RecdrdsShtting .

Apply to all cameras Recording Codec

Manitar Contral |37

¥ RecVideo: |Motion Detect 7| @l@-— Day-Night Recording Mode

v &pply &dvanced Codec Setting... @}— Advanced Codec Setup

UnderfiMonitor Control 0 sectionclick onfiRecording Code®

oo op

Geo Mpeg 4 The codec with th&argestfile size but with the best quality.
Geo Mpeg 4 ASP It is about 15% more compressed than Geo Mpeg4.
Geo H2641 Itis 30% more compressed than Geo Mpeg4.

Geo H264 V2i It is 40% more compressed than Geo Mpeg4.

Please note that Geo H.264 and Geo H.264 VZath CPU intensive compression codec. It is
recommended to utilize Geo H.264 compression only to certain channels according to CPU
capabilityin order to prevensystenoverloading.
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2.4 Scheduled Recording

2.4.1 General Scheduled Recording

1. In Multicam,cl i ¢ k Scheduléhosn A
2. Sel|l S&cheduldEdid .
Setup Schedule - Add period time schedule X
|z | 4| b :
ﬁ — Time —Maonitar Invoke —CAmera
— v Rec IRDund-thE-u:Iu:u:k j W1 74
Start:  |AM 0500
art: | =1 || ¥ Pager/E-htsi ¥ Cutput
Wz s
. | End: [P 1700 = | Remete
[ e V3 &
d
eek Days Enable =chedule Start
SUN | MO | TLE |WED | THLI | FRI  SaT ] L— [0 Maritar sad Schedue ||
Time Period I Apply Dayls) I Operation =) I Camer...
Ah 0S:00 - PM 700 Mon, Tue Wed Thu Fri REC PagerE-Mail ... 1234

BEEHE D

g

=sRecord  =Paget/E-

Mzl =Remote Wiew = |0 Monitar

3. Setup basic recording schedule as follows:

4. To deletea schedule, select the sclheld e

a.
b.
C.
d.
e.
f.
g.
5 Cl i
6. Cl i

= Centert2

Select cameras which schedule is to be applied.
Select Roundhe-clock or Motion detection.

Cancel

SelectfiAdd Scheduléto create a new set of schedule with cotrisettings (after step d
is finished).

S press

Display schedule through timeline

c IOK®.n

i

Select thadays which schedule is to be applied.
Setup schedule for Holiday.
Af t Add Schedul®

ed, t he

c k Szhedu®h & cMuiticam then selediSchedule Stard
according to schedule.

V For detailed instruction, refer to53 of v8.3 User Manual

schedul e wil!l

t orecsrtirgr t
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2.4.2 Advanced Scheduled Recording

1. InMulticam,d i ¢ k Ganfigurddieon.i

2. Se | &eneral Settingd-> S¥istem Configure .

3. Cl i c ICanema Retord Setting tab.

4. Select the camera you would like to apply scheduled recording.

5. Under r ecor di rDgy-Nigletd (Refedto 2.1s2etbpe3e)t i

6. C|ICk on the green arrow next to the recording metfRdfer to 2.1.2 step 30)

3] diced Options x|
—Time Span Setup = / =T ) () d
Wispant:  [awoooo - [Trwioe = [wotonpetert  w[W o [ FecomnatuRt =
I SpanZ  |pwigaa = - [FPmi1842 j | <] _.| blLEmmessec [ o Jran B l,
" | Epan3: P 1842 j ~ ¥ Pnt 13:42 j I jl- _I - Motion Detection -~
I oopant:  |Pmig42 = - [Memigs2 = | 2 O ! Motion Sensivty: 85— H
[~ weekend Apply | jl‘ ] m 0K | A cancel | f

% Buriday & Saturday = Suriday Only Cancel I | | ‘

7. T h édayfNight Rec Mode Setup di al b ox appear:

a. Advanced Options

b. Customized recording quality for different time span.

c. Customized motion sensitiy level for different time span.
d. Customized video resolution for different time span.

e. Customized frame rate for different time span.

f.  Apply noise tolerance for different time span.

8. Cl i OKwo .f

9. Cl i ©OKodagain to finish setup.

V For detailed instructiongfer to p19 of v8.3 User Manual
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2.5 Video Storage Location

4.

© N O

< <

In Multicam, ¢ i ¢ k Gamfigured ieon. fi

S e | &eneral Settingd-> S¥istem Configure .

Under General tab, click diSet Locatiord buttonin the middle then seleéStorage Group
Foldero.

Add Log Location

Camera of selected stor.
g L3 Storage 1 A e
L3 Storage 2 IV Cam1 [V Cam5 v Cam8 [V Cami3
a *23“’9"3 [~ Ccam2 [~ Cam6 [~ Cam10 [~ Caml4
or
E.wf;s v Cam3 [V Cam7 [V Camil ¥ CamiS
L& Storage 6 v| F Cam4 [ Cam8 [~ Cami2 [~ Camib
Remaove Strage b [V Keep Days(1~999y |30 C
+ II[Patn | Sze [
v F:'\Data-G\ 2470G8B
d
e
fs Enlarge Recycle Threshold 1200 "B
(at least: 1200 MB)
Remove Path l OK I Cancel I

By default, Storage 1 is created with all the camesagd. To add a new storage, follow the steps
below:
a. Click onAAdd New Storag® button.
b. A new storage location should appear.
c. Check on the cameras which will be stored in this new sto(Bgase notéhat one
camera can only be saved into one storage location)
d. Click onfiAdd New Pathd button. In theSelect Pathvindow, select a folder located in
the new hard drivglf this is a hew hard drive, create a new folder first in this hard drive
through My Canputer prior to this step)
e. The new patlshouldappear along with available disk size.
f. Repeat steps a to f to add more hard drives.
To remove extra storages, select the storage then cliiRemove Storagé button.
To remove extra paths, select the patntclick oniRemove Patld button.
Cl i OKo . 1
Cl i ©OKwoagain to finish setup.

For detailed instruction, refer to%oof v8.3 User Manual

Please note thabf IP camera recordings, it is necessary to distribute no more than 4 megapixel
IP cameras pehard drivedue to current hard drive recording speed limitation. For 640x480 and
720x480 recordings, no more than 8 cameras per hard drive. Recording more cameras than
allowed will reduce hard drivis life span while creating error messages in the system.
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2.6 Account and Password

2.6.1 Password Setup

1. InMulticam,d i ¢ k Ganfigurddieon.i
2. S el &eneral 8ettingd-> Péssword Setup -> fiLocal Account Edito.

Password Setup @

Guest [~ Accountis disabled [~ Expire in day (s)

+ User )
- PowerUser ID: 2

2 Password :
= g Supervisor Hint :

1

Level : PowerUser
b [~ User cannot change password

[~ Force Password change at next logon
[ Disahle user if do not login after day (s)
[~ Exportthis ID for IR Remote Control (GY-Keyboard)

IV Monitor Start Camera (Live)
c IV Monitor Stop o O
[V Network Start Vi1V 5V 9 13
IV Network Stop
[V Schedule Start V2 6lv 10V 14
IV Schedule Stop Vv 3v 7¥ 11lv 15
IV Input State vV 4Iv 8Iv 12Iv 16
[V Dutput Contral
VPTZ ; Audio [Live]
[V System Setting = g
[V Video Attribute
[V Object Tracking v iiilE iGiEigis
I Edit Password(Supervisor Only) V 2T 6T 10 14
[V Minimize or Logout ) .
[V FullScreen Enter I Lol B i ‘
W FullScreen Esi e l=telm 2l
[V Snhapshot
a Multicam | Multicast ] Yiewlog ] Remote View J Webcam
Control Center ] Privacy Mask I Other
I News I Remove | Searchl Remate Playback | Fast Backup & Restore
||7 Allow removing password system Id OK | Cancel ]

3. Default user name and password for-BVR System is 0000 and 000Do create a new
account, 6llow the steps below:
a. Click onANewo button, type in user name, password, password confirmation, then
designatehe level ofprivilege
b. New account should appear under User, Power User, or Supervisor category.
c. Customize account privilege.
d. CheckiAllow removing password systemto enable password removal utility.

V For detailed instruction, refer to3fl of v8.3 User Manual

V Please note thdiAllow removingpassword systedrnoption is critical if system user may forget
or unable toretrieveany of the Supeisor account password in the future. With this option
checked, user can run password removal utibtyemovepassword databaséf not, user may
only remove password database through reinstalling Windows OS or perdosgstem recovery

on GMDVR System
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2.6.2 Startup Auto Login

1.
2.
3

5.
6.

In Multicam, ¢ i ¢ k @Gamfigured ieon.fi

S e | &eneral Settingd-> S¥istem Configure .

Under Startup box, chediStartup Auto Login option to allow Multicam to automatically login
with userdefined account when systemrgsaup.

Click on P to the right.

Startup Auto Login Setup [ x|
=

E@:

A \\ ]

— Startup Auto Login User

ID: 2

Password : [”I

[~ Auto Login in Fullscreen Mode

[~ Startup and Hide into Systern Tray

cancel |

Input ID and Password for auto login.
Click AiOK 0

2.7 System Idle Protection

1.
2.

ook w

N

In Multicam, d i ¢ k Gamfigardo ieon. fi
S e | &eneral Bettingd-> Syistem Idle Protectiom .

System Idle Protection ]|

— Systern ldle Pratection

Systern ldle over: I30 Ser

[v futo Logout or Switch to Startup Login User if available;

|Supewisnr j
v Auto Monitoring
| Monitor Al =]

v Auto Metwork Service of Startup Setting

o]0 I Cancel |

Adjust the time period before System ldi@fection activates.

Ch e AAuto Mionitoringd t o enabl e to auto monitoring feat.
C h e Auto Network Service® t o enabl e a urés@mriwhea thevsystek isglle.r vi c e s
Chek oAwto lfbgout or Switch to Startup LoginUsed s o t he schshewen wi l | s
when i (24.2Startup Awto. Login has to be setup prior to activate this feature)

Click fOK 0.

For detailed instruction, refer to4®. of v8.3 User Manual
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2.8 E-Mail Notification

2.8.1 E-mail Account Setup

1. InMulticam,d i ¢ k Ganfiguredieon. i
2. Se | &eneral Settingd-> E#fMail Setupo .

A x|
—Mail Setup
SMTP Server: I Text Contert; 'E:F
E-hail From: I
E-hitail To: I
Chiarzet: IWestern European ﬂﬂnndnwsj
Subject: INcrtil:e from Ed @ Test Mail Account |
—Attach Image Setup E-hail Alerts Setup
v aftach:  [; Pi:. E-Mail Alerts | ir.
ol ijg j I1 Blx120 j I L ’7 Irteryal: 5
—Cption
Avta Modem dial-up swhen not connect Disconnect I hin.
3 to internet . r Delay:
— SMTP Mail Server requires authertication —SMTP Server
SMTP Port: I 258

Account: I
—Daomain name from DOMNE

Pazzwvord: I E' r I @
Ok I Cancel |

3. Enter SMTP Server addresiSMTP Servero has to be provided by Internet Service Provider. It

usually has théormat ofsmtp.mail.com

4. Enter email address in which-mail alerts will be sent fromfiE-Mail Fromo  wi | | appear

sender when the-mail is received.

5. Enter email address aofecipientsin AE-Mail Too (For multiple recipients, add a coma between
each email address)

6. Enter subject of-enail alert.

7. Enter customized-mail contents iriiText Contento.

8. Click onfiTest Mail Accountd i to semd out a testmail to see whether setup is correct.

9. fAttached Image Setu will include up to 6 snapshots in thar&il alert.

10. AE-Mail Alerts Interval o will prevent repeated-mail alerts to be seim the defined time

interval.

11. Some SMP Mail Server requires authentication. Please consult with the Internet Service
Provider to find out if they require authentication.

12. Default SMTP port i25, which is common for most SMTP servers. However, webmailigers
such as Yahoo and Hotmail generally use different SMTP port. Check-witil @rovider for
SMTP port number.

13.Cl | OKo . h

V For detailed instruction, refer to33 of v8.3 User Manual
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2.8.2 Event Notification Setup

1. InMulticam,d i ¢ k Ganfigtirdd ieon.i
2. Se | &eneral Settingd-> S¥istem Configure .
X

General Setting | Camera Record Settingl 140 Devicel HotLine / Networkl

— Startup —Location Mame———— - PTZ Canhol
™ Start Monitor: [EDCOOL [ PTZ Device Setup:
| toritar Al [ e— |F1Zin1a =l
™ Mulicast Server Bvailable: 40,43 GB ~ Maritar Option
I TEPAP Server Recycle Log: [~ Start Delay: B Sec.
[~ “webCam Server 10/8/2007 0&:41

[ Modem Server . I PostRes: g e
.
[~ Connect to %SH g [~ PreRec
:: lwin Setr\:erE » W i:l;ac_l,lcle [¥ Send Event Alerts ]
onnect to Center

v Enable Directdraw Overlay @ - Caption —Eventll_og Sizle
[ Enable De-interlace Render " Mo D * |D+Name I aw Yideo Clip: IEMin vI
I™ Staitup Auto Login —Send Alerts &4pproach———— | - Camera Scan—————————————————
' Panel Resolution: E-Mail/Hotline/5MS Scan Delay: [35ec =]
IEDD:"CE;DEl j —Exit Option——————————————— ~%ideo Record
u H;‘E{g%gkmp @ [~ Auto Festart wWindows [~ Use Digital "atermark. Protection
0K | Cancel |

3. Un d &end Alerts Approacld, S &dmailot A

4, Cl i OKo. A

5. Un d éonitai Optioro box on the right ¢ hSerd IEverit Alerts .

6. Click on Pl and check the evertsr which email alerts will be ent.

7. Cl i OKoO. fi

V For detailed instruction, refer to}® of v8.3 User Manual
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3. Video Playback

To view recorded video, follow the steps below:
1. InMulticam,d i ¢ k Viewlogofcen A
2. Se |l #idepo/Auilio Logo.
3. Alternatively, in Multicam, click orfiF100 on the keyboard.

?

" o000

e

The controls in the ViewlLog window:

No. Name Description

1 Camera Name Indicates the given camera name.

2 Camera View Displays the playback video.

3 Date Tree Displays date folders.

4 Video Event List Displays video events within a certain date folder.

5 Arrow Switch Switches between video event list and multiple host connection list.
Sets screen divisions: Single View, Fanorama View, Guad View or Multi

B View Mode WView. Single View also includes these options: Standard, Thumbnail, Mega
Pixel (PIP) and Mega Pixel (PAP).

7 Camera Select Sets a desired camera for display.

Accesses the basic. advanced search, timeline search and reloads video
3 Advanced ' '

event list.
9 MNormal Displays the date tree, video event list and multiple host connection list.
10 Function Panel FProvides various settings for ViewLog.
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11 Slider Moves the slider to rewind or forward the video during playback.

12 Audio Playback Enables audio playback.

13 Playback Panel Contains typical playback contral buttons.

A highlighted icon indicates an enabled function. From left to right are the A
to B Mode, auto playing of next events, the contrast and brightness

14 Function lcons function, the light enhancement and equalization function, the sharpness
and smoothness function, the grayscale function, reconnection to Remote
ViewlLog, the defogging function and stabilizer function.

15 Playback Speed Indicates the playback speed. x1 represents normal playback speed.
16 Time Display Indicates the time of the playback video.
17 Date Display Indicates the date of the playback video.
18 Exit Closes or minimizes the ViewLog window.
19  Ato B Mode Flays repeatedly the set frames Ato B.
Frame by Frame / . .
20 _ Flays back video frame by frame or on real time.
Real Time

3.1 Frame by Frame/ Real Time Playback

By Default, Viewlog plays back video with frame by frame mtatdPanorama, Mult/iew, or Quad

View. This mode allows each full frame to load completely before playing back the video with its
maxmum frames recordetHowever, video playback in frame by frame mode does not allow audio to be
played back at the same time. To listen to recorded audio, switch to real timebutbde 20) as shown
above.Playback video with frame by frame mode may lerbandwidth and CPU consuming.

To playback video via real time mode, it will save video rendering time by dropping certain frames, if
necessary, to provide real time playback appearance. Real time mode is default wihghatkyvideo
with Single View

3.2 Multiple Channels Playback

Instead of playing back one channel via Single View, Viewlog also gives you the option to playback 4
channels via Quad View, or u to 16 channels via MLiltw. To switch from Single View to Quad View
or Multi View, click on button 6 as shown above.

By default Quad View 1 contains cameras 1 to 4, while M{ittiv 1 contains cameras 1 to 16. Viewlog
provides up to 10 pages of Quad View and MJlBw for channel customization.

1. TocustomizeQuadView pagesclick onfiSettingsd button, then sele¢iQuad Viewo tab.Select
desired Quad View page number then drag and drop cameras into the page from the camera list
on the right.

2. To customize Multi View pages, click @isettingsd button, then selediMulti View dtab. Select
desred Multi View page number then drag and drop cameras into the page from the camera list
on the right.

1. For detailed instruction, refer tol6of v8.3 User Manual
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3.3 Backup Video Files

@@@?

??

J
~J

The controls in the Function Panel:

No. Name Description
Adds effects to the images. The effect options include: Sample,
Contrast/Brightness, Light Enhancement, Equalization, Sharpen,
1 Effects

Smooth, Grayscale, Undo to Prev. Action, Undo All Effects, Copy Image
to Clipboard, Sample and Advanced Yideo Analysis.

2 Save As AV

Save a video file as avi or exe format.
See Merging and Exporting Video later in this chapter.

Save a video image as bmp, jpg, gif, png, or tif format.

3 Save As Image . _ :
See Saving Images later in this chapter.

4 Print Specifies various settings for printing.

_ Accesses system settings of ViewlLog.

5 Setting ] o
See Advanced Seftings later in this chapter.
Brings up these options: Object Search, Advanced Log Browser, Delete,
Remote ViewlLog Service, Remote Storage System, Address Book,

B Tools Display GIS Window, Select Map API, and Tool Kit.
See Object Search, Advanced Log Browser, Playing Back Over Internet
Using Remote Viewlog Service later in this chapter.

7 Backup Backs up video files. See Backing Up and Deleting Files in Chapter 5.
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3.3.1 Saveto USB

To backup a video clip or a few video clipsrin a certain camer&ave As AVI option provides the
fastest and easiest backup procedure.

1. In Viewlog, highlightdesired video event (or select multiple events by clicking on the events
while holding down CTRL on the keyboard).
(s)

C.amera 1 -

Bl

Video Events ~
[~]10:14:43
[~]10:15:43
[7]10:16:44
7 10:17:44
[7]10:18:44
7 10:19:44
10:20:45,
[/ 10:21:45
7 110:22:45
7 110:23:45
7 10:24:45
[7]10:25:45
- 10:26:46
[A10:27:96
~ 10:30:39
[“]10:36:22
[#]10:37:22
[ 10:38:22

2. Cl i ck 8aveAs A ican
3. Select the desiregtart andEnd time if you prefer to extract only a segment of the video file(s)
selected Save Avi File 3

Avi View ] Sefting I

Start-Time : 10:21:45 ~End-Time : 10:27:46

Export with new Privacy Mask region(s) - |~ Remove Recoverahle Privacy Mask region(s)
" Un-recoverable @ ID: 1
& Recoverable @ Password : i
oK | Cancel l
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4. UnderfSettingo tab, select the location on your system where you would like the video file(s) to
be saved into by clickihgppéfio. but t on.on the right

Save Avi File X
Avi View

Set Location
DiDocuments and Settings\Frank Chang\DesktopiFile20081013102145.Exe

Normal
@ 1 Timemerge

®[Fomee ]
i

E——
Date / Time :
Video Effects :
Audio Export :

I OK I Cancel

5. CheckonfiSave as exg
6. Click "OK 0to save the desired video file(s) into above destination

2. fASave as exeoption allows Viewlog to extract video file(s) with GeoVision codec attached.
Without the codec, GeoVision recordadeo willnotbe able to play under Windows Media
Player. Therefore, if the backed up video is intended to be played on-paniydPC, such as
police department or court, it is necessary to fiSave as exeoption.

3. GeoVision video codec cédne also ke installed separately from the GeoVision Main System DVD
or it canbe downloaded fromww.usavisionsys.com/download

4. For detailed instruction, refer tolgl9of v8.3 User Manual

3.3.2 Save as AVI

Alternatively, if the backed up video is intended to be played on another GeoVision DVR, or on a
PC in which GeoVision Codec was already installed, saving video as .AVI instead©iniit X
produce a simpler .AVéxtensiorfile without any codec attached.

To Save as AVI instead of .EXE, simply follow instructidnem steps 1 to 4h section 3.3.1.
Ignore step B Save as exaoption
Click fOK 0to save the desired video file(s) into above destination

whN e
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3.3.3 Burnto CD/DVD

In order to backup multiple videfiles from multiple days and multiple camerBagckup option
allows user to backup a large quantity of video files to a hard drive, network drive, or burn on a
CD/DVD. Users also have the option to make a copy of the Viewlog software while performing

Backup. |

X . .. - Video Events »
1. InViewlog,Cl i ¢ k Backugoicom. i []10:14:43
[#]10:15:43
[~]10:16:44
[ 10:17:44
[]10:18:44
[ 10:19:44
|~ 10:20:45
|~ 10:21:45
[~ 110:22:45
[~ 10:23:45
[~ 10:24:45
[]10:25:45
[~ 10:26:46
[“]10:27:46
[ 10:30:39
[“]10:36:22
[]10:37:22
[]10:38:22
[#]16:35:50
[ 16:49:31
[ 16:51:30 L
[17:49:02 v

@@ !I‘!@@a

2. Inthe Backup window, selebackup method
through eithefiUsing Hard Disko fiusing
CD/DVDO, orfiCD Using OS-Burning 0.

V fUsing Hard Disko allows video to be backed
up to a certain hard

drive a on a Backup
network drive teita Clakiad
l D:'Documents and Settings'Frank Chang\C
V fiUsing CD/DVDo Backup Foder Name: | SBIZ00S0113
allows video to be =
burned onto | =]
C D/ DVD d | rectly CD /DVD Burning Software :
via third-party ! |
. -
burning software. -
For GV-DVR Media Information
SystemsNero is = .
preinstalled. 8lect Bllus=asize: B1.45 MB
Nero QuickStart as Free Size : 762.07 MB
the path Total Size : 82352 MB
I Add time frame I Resume l
| View Backup Log l @ i
’—| e [ v Include Yiewlog Player
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3. SelectiAdd time frameo.

Select Backup Time

- Time Period @ Select Camera(s) o g
: 5 < Camera 1 82+0
StartTime: 101202008 v |- |23sass = S =
Camera 3 0+0
End Time : B 1593 —4-
[10na00s ~| - |23:59.5 e =
Camera 5 0+0
- Information Camera 6 0+0
[~ Database Files Camera 7 0+0
[~ Object Index [Vl Camera & 0+0
Camera 9 0+0
[ Only Never-Recycle Event Camera 10 0+0
R IS @ V] Camera 11 0+0
o V] Camera 12 0+0
Camera 13 0+0
Camera 14 0+0
— Camera 15 0+0
| 2 V| Camera 16 0+0
Status Search End
Total Event : 82
Total MDB : 1]
Total Ohject Index : 1]
Used Size : 463.00 MB
'I_IOK o | [video + Audio Event ~|

4. Select desired time periog bissigningstart andEnd Time. Oncethe time period has been
selectedViewlog will automatically search for video and audio files within that time period and
display the total number of filéa the boxon the right

5. Selectcameras for backugmen cliclkdOK 6.

-Media Time Frame
¢ Using Hard Disk SRFRY 10/1212008 23:59:55 ~ 10/14/2008 23:59:53
|D:\Documenls and Settings\Frank Chang'l | =] Camera1:82 Files, 463.00 MB
Backup Folder Name ;| SIBK20030113
€ Using CC [
| E|
CD / D¥D Burning Software :
|
¢ GO Using C @)
Media Information -
I —
[ used size : 524.45MB
Free Size: 299.37 MB
Total Size : 82382 MB
Add time frame | Resume I
| View Backup Log | @ I~ Ex it
I oK I e | I IV Include ViewlLog Player I

6. Checkiilnclude ViewLog Playero optionthen clickiOK 0 to start backup process.

V  For detailed instruction, refer to p.194 of v8.3 User Manual
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4. Remote Viewing

4.1 Webcam Server Setup

N =

Configure this section on GDVR System.

In Multicam, dick on the Né&workodicon.
Sel eNettcamEBerveb.

=5 Server Setup ‘l LJ' i1 4 &Yg Server Setup ’[ U i [
Augio | e | 3GPP | Mobie | Augio | w6 | 3ePp | Mobie |
General Server I Video I RPB | General Server l Video I RPB ]
r Cam Opti
g [V Run GeoHTTP Server @
[~ Enhance network security @
[~ Enable SSL 443
| |~ Enable IP white list
3 v Enable Remote Control HEH foct I80
I ¥ Run Viewlog server l“ Command Port |455° H
Data Port | 5550
— Frame Page Title Color
¢ None (" Black " White
Detect UPnP I
|
ll oKk | cancel |  Defaur | l[l ok | cancel |  Defaut | |

CheckiEnable Remote Controb andfiRun Viewlog serveo underGeneral tab.

CheckfiRun GeoHTTP Served and note the port numbers used for HTTP, Command, and Data

underServertab. (By default the ports are 80, 45%nd 5550 respectively)
Click NOK 0to exit Server Setup.
Verify thatWeb andCCS sign appear in the blue box on

the right. ' P—
(.’. GeoVision:

Better Digital Surveillancs Syssm

At this moment, it is possible to connect via LAN.

To connect on the same system (DVR connects to itse'lf),
accesshroughhttp://127.0.0.1n InternetExplorer.

To connect from a different PC under the same LAN,
accesshroughLAN IP of the DVRIn InternetExplorer.
(Refer to the following section for instructions to locate
LAN IP) '

Q GeoUision;

Better Digital Surveillancs Sysis:

For detailed istruction, refer to 261 0of v8.3 User >
Manual Q GeoUision:

Better Digital Surveillance Sysa

DEC 6
10:52:53
106 60GB
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4.2 Network Port Configuration

V Configure this section on GBVR System or any PC under the same network.

4.2.1 LAN IP Address

7. On GV-DVR System (Windows XP) desktop, click 88tarto, fiRuno, then type irficmdo in the
search box.(For Windows Vista, click 68tartothen type irficmdo in the search box) ]
Administrator: C:\Windows\system32\cmd.exe ]ELEJ&"J

Microsoft Windows [Uersion 6.0.680801 -
Copyright (c) 2006 Microsoft Corporation. All rights reserved. —

C:\Users\Admin>ipconfig_

8. Inthe command prompt window, typefipconfigo.
9. Locate DVR LAN IP address and roul®itP address.

Administrator: C:\Windows\system32\cmd.exe “‘_""@ LX)

C:\Users\ﬂdmingipconfig a

lindows IP Configuration

Ethernet adapter Local Area Connection:

Connection—specific DNS Suffix H

Link—local IPv6 Address . . . . : fe8B::£515:4397:4c76:7ch%x9
IR Address.: o o e v e an wn an e - 192.168.6.139

SR TIOS K 255.255.255 .4

Default Gateway . . . . . . . 192.168.08.1

Tunnel adapter Local Area Connection¥ 6:

Media State . . . . . . . . . . . = Media disconnected
Connection—specific DNS Suffix . :

Tunnel adapter Local Area Connection» 7:
Connection—specific DNS Suffix . :

Link—-local IPv6 Address . . . . : feB8B::5efex192.168.0.139410
Default Gateway . . . . . . . H

V In the example, DVR LAN IP addressli92.168.0.13@nddefault gateway (router) address is
192.168.0.1

4.2.2 WANIP Address

10. There are several websites that will display WAN IP address of the DVR syateaxamplein
Internet Explorergo towww.whatismyip.com

V  WANIP address is necessary for remote connection from a different network
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4.2.3 Port Forwarding

11. Enter default gateway (routés)IP address in Internet ExploreAs(found in previous step)

2 i

Connect to 192.168.0.1

s

Y
Y4 IR

The server 192, 168.0. 1 at Linksys RVS4000 requires a
username and password.

Warning: This server is requesting that your username and
password be sent in an insecure manner (basic authentication

without a secure connection).

User name: [ 4

Password:

[~]Remember my password

[

ok || cancel |

12.

V Please note that user name and password of the router is not related to the ID and password used

_——se _ — _—_ m_m—
When router log in page pops up, enterlilser nameandPasswod for the router.

by GeoVision DVR system. Check with network administoataefer to routeés user manudior
its user name and password

13.

Follow router maufactureés instruction orport forwarding for HTTP, Command, and Data ports

(step 4 from section 4.1) to DMRLAN IP address (step 9 from section 4.2.1).

V Please note thatort configuration fordifferentrouter brand and modesd will vary. Refer to
router manufactureis website or manual for proper procedurédgist of common support
websites and numbers can be found below:

Aetiorted

http://www.actiontec.com

AR

http://www.netgear @an/Supp

Y ®
D-Link
Building Networks For People

http://support.dlink.om/

http://www.linksys.com/s

support/index.php ort.aspx

l INK_EYEE M ® ®

e, eWIRIC
WWESTELL

http://www.westell.com/tec

http: //support.2wire.com/

upport hnical-support/technical-
support.html
—
—
& atat \—
= @ BELLSOUTH verizon
877-722:3755 888321-2375 800-567-6789
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http://www.actiontec.com/support/index.php
http://www.netgear.com/Support.aspx
http://support.dlink.com/
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http://www22.verizon.com/Residentialhelp

14. After finish port forwardng, it is necessarytverify port status. In Internet Explorer, go to
WWW.canyouseeme.org
/> Open Port Check Tool - Windows Internet Explorer provided by Yahoo!

-

- - € hitp//www.canyouseeme,org/

1.7 Favorites ‘ 6 Open Port Check Tool

CanYouSeeMe.org - Open Port Check Tool

This page will serve as a free utility for remotely verifying a port is open or closed. It will be useful for user

or ISP is blocking certain ports.
Your IP:  24.248.96.178 Common Ports
2
What Port? wi i
SSH 22
Telnet 23
SMTP 25
Web 80
Pop 3 110
IMAP 143

Other Applications
Remote Desktop 3382
PC Anywhere 5631

15. Underneath the display&lAN IP address, input one of the ports which has been opened in step
13, click onfiChecko.

a. If you see the messa@error: | could not see your servigethen this specific port has

not been opened or configured correcterify step 13 againPort 80 is being used in
the example below)

Error: I could not see vour service on 24.248.96.178 on port (80)
Reason: Connection timed out

b. If you see the messa@€uccessl can see your servgrthen this specific pohtas been
opened and configured correct{fPort 80 is being used in the example below)

Success: | can see your service on 24.248.96.178 on port (80)
Your ISP is not blocking port 80

16. Repeat Step 15 for each of the port opened to ensure all ports are properly opened and forwarded.

V At this moment, it is possible to connect VisAN.
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4.3 Multiview S etup

V  Configure this section on remote PC.

4.3.1 Install Multiview

Multiview can beobtainedrom one of theollowing locations:
a. Download from GVDVR system remotely via Internet Explorer
b. Install from GeoVision installation disk.
c. Download fromhttp://www.usavisionsys.com/download

Download from GV-DVR System

1. Under Internet Explorer, type in DM@ IP address as foundgectiord.22. (If connecting
within the same network, use LAN IP address as fouddZri.)

2. Typein ID and Password as created in section 2.6.1.

3. Click fiLogino.

Q GeoUision
| Webcamlogm |

ID: o000
Password: eeee

[[] Guest Login
[ Remember My ID and Password

Change Password

Forget Password
4. Install all ActiveX Control as prompted. (ActiveX Control options will appear as an orange

bar on top)
5. Click on orange bar as shown below, then sdiiestall 6 or iRun Add-ono.

7 Webcamoerver - of1d3a7-T560-433-0414-66006kd Tecd - Windows Intermet Exploser prowdad by Yahoo!

e

B bt/ 1921688300 'webcam lege

o Feetes 8 Webcamserver - ofT 3477560 -4830- o4 14-66006...

Id Thes website wants to rus the followng 8dd-on: ‘00 DownicedChecker AcveX Control Module' bom CeoVinion funveried publisher]., ¥ you trust the mebste and the 3dd-om and want 1o sllow & % run, chek bere..

\® Geolision

6. Refresh webpage. (Login may be required).
7. SelectfiRunoif prompted by Internet Explorer security warning.
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Internet Explorer - Securi

Do you want to run this ActiveX control?

Mame: LiveX ActiveX Control Module

Publisher: Control name is not available

]

| [ Don't Run

l--' This ActiveX control was previously added to your computer when you installed
! another program, or when Windows was installed. You should only run it if you
trust the publisher and the website requesting it. What's the risk?

8. When one channel view appears on the webpaigé, on iDownloado from the menu list.

¢ Favorites | @ Webcamserver 439709ad- f048 4a7e-8395-297ca... ) u

Q GeoUision

» Live View

|EJ"L§ Download

Done & Internet | Protected Mode: Off %3 v ®105% v

9. When prompted to install ActiveXlJick on orange baas shown below, then seldthstall o
or fiRun Add-ono.
e Webcamserver 439709ad-f048-4a7e-8395-297cadabf4f5 - Windows Internet Explorer provided byYahoo'

@‘ iv ‘ @; http://192.168.0.101/webcam_login

Sy Favorites é Webcamserver - 439709ad-f048-4a7e-8395-297 ca...

'é' This website wants to install the following add-on: '‘DownloadCenter_8300.cab’ from 'GEOVISION INC.". If you trust the website and the
add-on and want to install it, click here...

2 - 1024 x 768 2 45 MB
Q. GeoUision 1280 x 800 262 MB

10. Check Multiview with 1024x768 resolution, then click iidownloadd at the bottom of the

3J|E

page.
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Name Resolution File Size Download
Codec ]
1024 x 768 245 MB [
1280 x 800 262 MB &
1280 x 1024 262 MB [l
i Vi 1440 x 900 262 MB [
— 1600 x 1200 263 MB [
1680 x 1050 2.43 MB [
1920 x 1080 262 MB [
1920 x 1200 2.47 MB |
1024 x 768 16.4 MB
1280 x 800 17.2 MB B
1280 x 1024 17.2 MB E
_ 1440 x 900 17.2 MB B
ﬂ Viewlog ==
' 1600 x 1200 17.1 MB E
1680 x 1050 16.9 MB E
1920 x 1080 17.2 MB B
1920 x 1200 17.7 MB El
’l'ﬂ Emap 2.02 MB [
File Size 0.0 MB

Install from Disk
Insett GeoVision Main System Installation Disk in DVD Rom.

1.
2.

1V8.3.1.0 Install progra

In the main menu, selefiinstall GeoVision Systeno.

V Select higher resolution Multiview only if your desktop resolution supports.

Q GeoUision:

Download and Install Microsoft
iSCSI Software Initiator to

your PC.

1. Install or Remove GeoVYision GV-Series Driver

2. Install DirectX 9.0c

|3. Install Geovision v8.3.1.0 System |

4. Browse User's Manual (PDF Format)
5. Download Adobe Acrobat Reader
6. Download Microsoft iSCSI Software Initiator

7. Product Demonstrations
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3. SelectiiGeoVision Multi Viewo.

Download from Website

1. InInternet Explorer, go tbttp://www.usvisionsys.com/download
2. Click onASoftwareo.

3. Click onAMultiview 0.

4. Click onfiDownloado.

5. After downloadextractthezip file then executeEXE file to begin setup.
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